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NOTE:
   1.UL STYLE:20624,VW-1
   2.FILM COLOR:WHITE,PRINTING
   3.RATING:MAX VLLTAGE FOR CONTINUOUS USE 60V
            MAX TEMP.  80°C
   4. Q  MARKS ARE MAJOR INSPECTION ITEM

   5.CUSTOMER P/N :
   6.CONDUCTIVITY :NO SHORT CIRCUIT OR MISS CONDUCTION
   7.INFLAMMABILITY :AFTER TO LEAVE  62°C 120H

   8.CONDUCTOR RESISTANCE :2.00 Ω/M Max
   9.INSULATION RESISTANCE :200M Ω/M Min
  10.ALL OF OUR RAW MATERIAL ARE COMPLIED TO HSF
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Number of Condutor
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Pitch
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Total Width

线   间   距
Total Pitch
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端 末 厚 度
TERMINAL Thickness
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尺寸规格
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0.5±0.03

0.5±0.05

3.5±0.1
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L

2.5±0.08

5.0±1

50±3MM
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0.3±0.03

镀锡（Sn）
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DETAIL OF TERMINAL

0.035±0.005

Insulation

SUPPORING TAPE:POLYSESTER,COLOR:GREEN
CORD CABLE COLOR:WHITE
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